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1000(454)
2500(1135)
3500(1587)

16.4(5)
12.4(3.8)
10.5(3.2)
 8.2(2.5)

 27amps
 80amps
120amps
180amps

1/3500(1587)
2/2930(1329)
3/2517(1142)
4/2204(1000)
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1000(454)
2500(1135)
4500(2041)

15.1(4.6)
10.8(3.3)
 8.5(2.6)
 5.9(1.8)

 23amps
 85amps
130amps
190amps

1/4500(2041)
2/3836(1740)
3/3340(1515)
4/2958(1342)

Motor: permanent magnet 
12V:Input: 2.4kW / 3.2hp; Output: 1.0 kW / 1.3hp

Motor: permanent magnet 
12V:Input: 2.5kW / 3.4hp; Output: 1.1 kW / 1.4hp

Rated line pull：3500 lbs (1587 kg) Rated line pull：4500 lbs (2041 kg)

Gear reduction ratio： 147:1Gear reduction ratio： 147:1

Cable (Dia×L):Ø 7/32"×42' (Ø 5.4mm×12.8m)

Drum size (Dia×L):Ø 2.0"×3.2" (Ø 50mm×81mm)

Mounting bolt pattern 
4.88"×3" (124mm×76.2mm)4-M8

Overall dimensions(L×W×H) 
13.4"×4.53"×4.84"

340mm ×115mm ×123 mm

Overall dimensions(L×W×H) 
13.4"×4.92"×4.84"

340mm ×125mm ×123 mm

Mounting bolt pattern 
4.88"×3" (124mm×76.2mm)4-M8

Drum size (Dia×L):Ø 2.0"×3.2" (Ø 50mm×81mm)

Cable (Dia×L):Ø 15/64"×34.4' (Ø 6mm×10.5m)
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0
2500(1134)
4500(2041)
6000(2722)

14.8（4.5）
11.2̵3.4）
 7.9̵2.4）
 5.9̵1.8）

 25amps
100amps
180amps
240amps

1/6000(2722)
2/4877(2212) 
3/4109(1864)
4/3549(1610)

Motor: permanent magnet 
12V:Input: 2.5kW / 3.3hp; Output: 1.2kW / 1.6hp

Rated line pull：6000 lbs (2722 kgs)

Gear reduction ratio： 206:1

Net weight  Ibs(kgs)： 29.5lbs.(13.4kgs)

Cable (Dia×L): Ø8/29"×45.9 ' (Ø7mm×14m)

Drum size (Dia×L): Ø2.0 "×5.4 " (Ø50mm×138 mm)

Mounting bolt pattern 
6.6"×3.0" (168mm×76.2 mm) 4-M8

Overall dimensions(L×W×H) 
15.8 "×5.1 "×6.8 "

402mm ×130mm ×172.5mm
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Rated line pull：9500 lbs (4309 kgs)

Motor: series wound
12V:Input: 4.6kW / 6.1hp; Output: 2.1kW / 2.8hp

24V:Input: 6.5kW / 8.7hp; Output: 2.8kW / 3.8hp

Gear reduction ratio： 265:1Gear reduction ratio： 184:1

Net weight Ibs(kgs)： 85.5/38.8 Net weight Ibs(kgs)： 91.5/41.5

Overall dimensions(L×W×H) Overall dimensions(L×W×H)

Cable (Dia×L): Ø3/8"×85 ' (Ø9.2mm×26m)

21.3"×6.3"×10.5"
542 mm ×160mm ×267mm

21.3"×6.3"×10.5"
542mm ×160 mm ×267 mm

21.3"×6.3"×7.83"
542mm ×160mm ×199mm

21.3"×6.3"×10.5"
542 mm ×160mm ×267mm

21.3"×6.3"×10.5"
542mm ×160 mm ×267 mm

21.3"×6.3"×7.83"
542mm ×160mm ×199mm

Drum size (Dia×L): Ø2.48 "×8.8 " (Ø63mm×223 mm) Drum size (Dia×L): Ø2.48 "×8.8 " (Ø63mm×223 mm)

Item:         9500U            9500S                  9500A Item:        12000U          12000S               12000A

Mounting bolt pattern:
10 "×4.5 " (254mm×114.3 mm) 4-M10

Mounting bolt pattern:
10 "×4.5 " (254mm×114.3 mm) 4-M10

Cable (Dia×L): Ø13/32"×83.7 ' (Ø10.2mm×25.5m)

Motor: series wound
12V:Input: 4.6kW / 6.1hp; Output: 2.1kW / 2.8hp

24V:Input: 6.5kW / 8.7hp; Output: 2.8kW / 3.8hp

Rated line pull：12000 lbs (5443 kgs)

0
3000(1361)
6000(2722)
9500(4309)

31.1 (9.5)
11.5 (3.5)
9.7(3.0）
5.2̵1.6）

68amps
200amps
300amps
420amps

1/9500(4309)
2/7706(3495)
3/6482(2940)
4/5593(2537)

0
4000(1814)
8000(3629)
12000(5443)

19.7 (6.0)
10.5 (3.2)
 7.5̵2.3）
 5.2̵1.6）

72amps
180amps
265amps
360amps

1/12000(5443)
2/9563(4338)
3/7948(3605)
4/6800(3084)
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Rated line pull：8000 lbs (3629kgs)

Motor: series wound
12V:Input: 4.3kW / 5.8hp; Output: 2.0kW / 2.7hp

24V:Input: 5.5kW / 7.4hp; Output: 2.8kW / 3.8hp

Gear reduction ratio： 230:1

Net weight Ibs(kgs)͇  71.9̵32.6̶;77.3̵35.1̶;82.1̵37.2̶

Overall dimensions(L×W×H) Overall dimensions(L×W×H)
22.9"×6.9"×8.94"

582mm ×175mm ×227mm

Cable (Dia×L): Ø21/64"×95 ' (Ø8.3mm×29m)

21.3 "×6.3 "×11.1 "
540mm ×160 mm ×283mm

Drum size (Dia×L): Ø2.48 "×8.8 " (Ø63mm×223mm)

Drum size (Dia×L):
Ø2.48 "×8.54 " (Ø63mm×217 mm)

Item:     EWX8000U       EWX8000S           EWX8000F

Mounting bolt pattern:
10 "×4.5 " (254mm×114.3 mm) 4-M10

Rated line pull：10000 lbs (4536 kgs)

Motor: series wound
12V:Input: 4.6kW / 6.1hp; Output: 2.1kW / 2.8hp

Gear reduction ratio： 196:1
Cable (Dia×L): Ø3/8"×85 ' (Ø9.2mm×26m)

Mounting bolt pattern:
10 "×4.5 " (254mm×114.3 mm) 4-M10

21.3 "×6.3 "×10.0 "
540 mm ×160mm ×254mm

21.3 "×6.5 "×9.9 "
540mm ×166mm ×251mm Net weight Ibs(kgs)： 92.6(42)

0
3000(1361)
5000(2268)
8000(3629)

17.7(5.4)
11.5(3.5)
 9.2(2.8)
 5.9(1.8)

80amps
190amps
260amps
360amps

1/8000(3629)
2/6529(2962)
3/5515(2502)
4/4773(2165)

0
4000(1814)
7000(3175)
10000(4536)

36(11.0)
13.8(4.2)
 9.2(2.8)
 5.9(1.8)

65amps
180amps
280amps
365amps

1/10000(4536)
2/7848(3560)
3/6459(2930)
4/5487(2489)
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78.7(24.0)

20.3(6.2)

16.4(5.0)

13.1(4.0)

88.6(27.0)

22.3(6.8)

13.8(4.2)

10.5(3.2)

Low speed High speed Low speed High speed
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0
5000(2268)
8000(3629)
12000(5443)
14000(6350)

 82(25)
23.6(7.2)
17.7(5.4)
14.7(4.5)
11.5(3.5)

100amps
350amps
465amps
615amps
720amps

1/14000(6350)
2/10705(4855)
3/8666(3930)
4/7280(3302)
5/6275(2846)

Motor: series wound 
12V:Input: 5.4kW / 7.2hp; Output: 2.7kW / 3.6hp

Rated line pull：14000 lbs (6350 kgs)

Gear reduction ratio： 81:1

Cable (Dia×L): Ø15/32"×131.2 ' (Ø12mm×40m)

Drum size (Dia×L): Ø2.6 "×10.7" (Ø66mm×273mm)

Mounting bolt pattern 
2.4 "×4.5 " (61mm×114.3 mm) ;

12.95 "×4.5 " (329mm×114.3 mm) 6-M12

Overall dimensions(L×W×H) 
20.1"×11.34"×15.55"(510mm×288mm×395mm)
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Low speed

5.2(1.7)

10.8(3.3)

21.6(6.6)

37.7(11.5)

54.1(16.5)

5.2(1.6)

10.8(3.3)

21.6(6.6)

38.3(11.7)

54.4(16.6)

High speed Low speed High speed
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HWP  SERIES
All steel structure and alloy 2-stage planetary gear train ensure high strength and long service life.The in-
tegral design of clutch and high/low shift makes the operation easier.Two-speed is uniquely developed to 
meet different working requirements.Hydraulic brake with balance valve delivers large braking torque and 
reliable performance.Roller rope presser applies uniform force to effectively prevent rope disorder.
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Motor displacement：195ml/r

0il flow：10~120L/min

Rated line pull：880000lbs(40000kgs)

Pressure： 21Mpa
Brake͇Wet-type hydraulic brake
Geartrain͇3-stage planetary alloy gear

Gear reduction ratio：187:1
Waterproof：IP67
Cable (Dia×L):Ø 1.42"×197'(Ø36mmX60m)
Drum size (Dia×L):
Ø11.42"×18.9"(Ø290mmX480mm)

Mounting bolt pattern 
29.72"×11.42"×17.72"(755mmX290mmX450mm)8-M30
Net weight：1210kg

0

44000(20000)

66000(30000)

88000(40000)

7(1015.3)

14(2030)

16.5(2393)

20(2900)

7.9(30)

11.9(45)

23.8(90)

31.7(120)

2.6(0.8)

4.6(1.2)

7.5(2.3)

9.2(2.8)

1/88000(40000)

2/72078(32763)

3/61036(27744)

4/52929(24059)
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WSE10H

HOP1+HS500
Hall Over-current
Protector

EBS-400-12V
Electric Breaker
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Receiver
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Soft Shackle           Recovery Ring
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